Step 01 : Fix the Connecting Arm Holder to
Slide Bracket using Fitting Kit - 1.

).

— Insert box tube fitting info box tube 4—

Note :

Fasten the Screw
fightly using 4 mm
allen key
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Step 02 : Fix the Slide Bracket with Box
Tube using Fitting Kit - 1.

Step 03 : Fix the 400 mm Slide with Slide
Bracket using Fitting Kit - 2.

Step 04 : Fix the Soft Close wffh Side Frame
using Fitting Kit - 2.

Step 05 : Fix the Side Frame with Slide using
Fitting Kit - 2.

Step 06 BERNEIXERRIAE Step 07 Fix Pin
Holder with Bottom ff Holder  with  Top
Guide using Fitting jf Guide using Fitting
Kit - 3. Kit - 3.

v Step 08 Fix Guide

Y Roller Arm  with Guide
Roller using Fitting Kit - 3.

Step 09 : Fix Track using Botfom Template
and Fitting Kit - 4.

Note: Place a Washer
above and below the
Big Connecting Arm
as shown.

Step 15 : Withthe help of Big Connecting Arm,
connect the Side Frame with Connecting
Arm Holder using Fitting Kit - 6.

Step 16 Fix Door Bracket
and  Door  Connecting
Arm Holder with Door,
only with 3 screws for
further adjustment  using
Fitting Kit - 7.

Step 178 F\ix the Door Bracket

Step 10/ : Fix Door Opening Adjuster using Bottom Template B with Side Frame using Fitting Kit -
and Fitting Kit - 4. Also insert Back Frame into Track.

—
Step 11 : Fix Top Guide with Carcase using
Side Template and Fitting Kit - 5.

Step 13 : Insert Box Tube
Bottom info Bottom Guide and
using insert upper pin of Box
Template Tube into Top Guide.
Fitting Kit - 5.

Step 14 : Fix Guide Roller Arm with Side Frame
using Fitting Kit - 6.

Note:

Place a Washer

above and below

the Small Connecting
Arm as shown.

Step 18 : Connect Door Connecting Arm
Holder with Side Frame using Small Connecting
Arm and Fitting Kit - 6.

Installation Complete !!
ENJOY YOUR MAGIC CORNER !!

Installation Guide (Right Opening)

Step 19 : Adjust the Door Connecting Arm
Holder to appropriate setting and fix all the the
screw using Fitting Kit - 7.

Step 20 ENAC|UST the Door Bracket to
appropriate setting and fix all the the screw
using Fitting Kit - 7.

Step 21 : Put Side Frame Basket into Side
Frame and Back Frame Basket into Back
Frame.

_— 2
Step 22 : Lock all the Baskets using Lock as
shown.

Door Opening Adjuster
Quantity : 1 Piece

Box Tube Fitting
Quantity : 2 Pieces

Bottom Guide
Quantity : 1 Piece

Guide Roller Arm
Quantity : 1 Piece

Door Bracket Slide Holder

Quantity : 1 Piece
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Small Connecting Arm
Quantity : 1 Piece

Big Connecting Arm
Quantity : 1 Piece

Side Frame

Quantity : 1 Piece Quantity : 1 Piece

Back Frame Basket
Quantity : 2 Piece
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Lock Door Connecting Arm Holder
Quantity : 8 Pieces Quantity : 1 Piece

Guide Roller
Quantity : 1 Piece

Connecting Arm Holder
Quantity : 1 Piece

Top Guide
Quantity : 1 Piece
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Box Tube with Roller
Quantity : 1 Piece

400 mm Slide
Quantity : 1 Piece

-
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Back Frame
Quantity : 1 Piece

Side Frame Basket
Quantity : 2 Piece

Magic Corner Uni
Installation Guide
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Packing List
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Step 01 : Fix the Connecting Arm Holder to
Slide Bracket using Fitting Kif - 1.

y

Note :

Fasten the Screw
tightly using 4 mm
allen key

— Insert box tube fitting info box tube 4=

|
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Step 02 : Fix the Slide Bracket with Box
Tube using Fitting Kit - 1.

Step 03 : Fix the 400 mm Slide with Slide
Bracket using Fitting Kit - 2.

Step 04 : Fix the Soft Close with Side Frame
using Fitting Kit - 2.

Step 05 : Fix the Side Frame with Slide using
Fitting Kit - 2.

Step 06 BERNEXERRIAE Step 07 Fix Pin
Holder with Boftom g Holder with  Top
Guide using Fitting jf Guide using Fitting
Kit - 3. Kit - 3.

v Step 08 Fix Guide

©  Roller Arm with Guide

Roller using Fitting Kit - 3.

Step 09 : Fix Track using Bottom Template
and Fitting Kit - 4.

Note: Place a Washer
above and below the
Big Connecting Arm
as shown.

L.
Step 15 : Withthe help of Big Connecting Arm,

connect the Side Frame with Connecting
Arm Holder using Fitting Kit - 6.

Step 16 Fix Door Bracket
and  Door  Connecting
Arm  Holder with  Door,
only with 3 screws for
further adjustment  using
Fitting Kit - 7.

Step 17 : Fix the Door Bracket

Step 10/: Fix Door Opening Adjuster using Bottom Template B with Side Frame using Fitting Kit -
and Fitting Kit - 4. Also insert Back Frame into Track. 7.

Step 11 : Fix Top Guide with Carcase using
Side Template and Fitting Kit - 5.

] IXQ Step 13 IRSErBOXNIUOE
Bottom info Boftom Guide and
using insert upper pin of Box
Template Tube into Top Guide.
Fitting Kit - 5.

Step 14 : Fix Guide Roller Arm with Side Frame
using Fitting Kit - 6.

Note:

Place a Washer
above and below
the Small Connecting
Arm as shown.

Step 18 : Connect Door Connecting Arm
Holder with Side Frame using Small Connecting
Arm and Fitting Kit - 6.

Installation Complete !!
ENJOY YOUR MAGIC CORNER !!

Installation Guide (Left Opening)

Step 19 : Adjust the Door Connecting Arm
Holder to appropriate setting and fix all the the
screw using Fitting Kit - 7.

e
Step 20 : Adjust the Door Bracket to
appropriate setting and fix all the the screw
using Fitting Kit - 7.

Step 21 : Put Side Frame Basket into Side
Frame and Back Frame Basket into Back
Frame.

- .
Step 22 : Lock all the Baskets using Lock as
shown.
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Door Opening Adjuster
Quantity : 1 Piece
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Bottom Guide
Quantity : 1 Piece

Door Bracket
Quantity : 1 Piece

Big Connecting Arm
Quantity : 1 Piece

Side Frame
Quantity : 1 Piece

Back Frame Basket
Quantity : 2 Piece
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Box Tube Fitting
Quantity : 2 Pieces

WP

Guide Roller Arm
Quantity : 1 Piece

Slide Holder

Quantity : 1 Piece

I

Small Connecting Arm
Quantity : 1 Piece

Quantity : 1 Piece

Packing List
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Pin Holder
Quantity : 2 Pieces

Lock Door Connecting Arm Holder
Quantity : 8 Pieces Quantity : 1 Piece

Connecting Arm Holder Guide Roller
Quantity : 1 Piece Quantity : 1 Piece

Top Guide
Quantity : 1 Piece

\
Box Tube with Roller
Quantity : 1 Piece

400 mm Slide
Quantity : 1 Piece

—
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Back Frame
Quantity : 1 Piece

Side Frame Basket
Quantity : 2 Piece

Magic Corner Uni
Installation Guide
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